Chop Saw Safety Test
Metal Tech One


-Do not write on this test please- 
When changing the blade the power cord must be ___(1)____ and the setup must be ___(2)____ by the instructor before the saw is used again. 

The saw blade is most like the wheel on a  ____(3)____ and can easily cut ___(4)___, so an overall safety margin of _____(5)____ should be followed. 

A. Six inches.

B. Double checked

C. Skin

D. Unplugged

E. Grinder



The most common accident on this saw happens when the ___(6)___ being cut isn’t ___(7)____ properly. 

Material that can’t be held in place properly because it is too small should ___(8)___ be cut on this saw. 

When you first approach the saw you must make sure the ____(9)_____ is in good shape and the ____(10)____ is tightened down. 

A. Fence

B. Never

C. Blade

D. Material

E. Clamped



The material being cut must be ____(11)___ on the built in table of the saw.

The saw blade is made from ____(12)____, _____(13)____ and ___(14)____.

As cuts are made the blade size ____(15)____.

A. Abrasive sand

B. Reduces

C. Resin

D. Fiberglass

E. Flat



When cutting with a chop saw it is important to ___(16)____ the sparks resulting from the cut. 
The ___(17)____ guard must remain in place at all times. 

The saw must reach full ___(18)____ before the cut is made. 

Metal should be placed so it can be cut the ____(19)____ way possible.

It is imperative that ___(20)____ be worn at all times when using this saw. 

A. R.P.M.’s

B. Easiest

C. Safety Glasses

D. Shield 

E. Blade 



Identify the parts labeled on the saw.

21. BLADE

22. TRIGGER

23. FENCE

24. MATERIAL CLAMPING LEVEL

25. FENCE CLAMPING LEVER

26. BLADE GUARD 

27. SAW BASE

28. HANDLE FOR CARRYING  
